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La primera decisión del proyecto  fue la de recuperar y 
poner en  valor  los  espacios  más representativos del 
edificio. Para ello se eliminaron todos aquellos elementos 
que durante más de 70 años se fueron incorporando de 
manera progresiva y anárquica; instalaciones, particiones,
cierres, etc. 

Una  vez  restituida  la  configuración  primitiva  de  los 
espacios los trabajos se centraron en la consolidación y 
recuperación de los elementos estructurales del edificio. 
Para ello se acometieron complejos trabajos de refuerzo 
estructural  (bajo  cubierta),   sustitución  de  forjados, 
reparación de elementos secundarios (cabezales), etc.

Posteriormente,  se   procedió   a  la  reorganización  y
racionalización de las circulaciones interiores, ejecución 
de itinerarios accesibles, nueva escalera interior, trabajos 
de sectorización, ejecución de instalaciones. Se interviene
en la totalidad de la envolvente renovando la totalidad de 
la cubierta incorporando aislamiento térmico, vidrios de 
control solar, carpinterías e instalaciones energéticamente
eficientes acorde a los actuales requisitos energéticos.   

The first decision of the project was to recover and value 
the most representative spaces of the building. For this,
all  those  elements  that  for  more  than  70 years were 
incorporated  in  a  progressive and  anarchic way were
eliminated; facilities, partitions, closures, etc.

Once  the  primitive  configuration  of  the  spaces  was 
restored, the  work  focused  on  the  consolidation and 
recovery of the structural elements of the building. For this,
complex works of structural reinforcement (under cover),
replacement  of  slabs,  repair  of  secondary  elements 
(heads), etc. were undertaken.

Subsequently,  we  proceeded  to the reorganization and 
rationalization  of  the  interior  circulations, execution of 
accessible itineraries, new interior staircase, sectorization 
works,  execution  of  facilities.  The  entire  envelope  is 
intervened, renewing the entire roof, incorporating thermal 
insulation,  solar control glass,  carpentry  and  energy - 
efficient installations in accordance with current energy 
standards and requirements)
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