CATEGORIA A. PATRIMONIO CONSTRUIDO

Consejeria de Cultura, Turismo y Deporte CODIGO 07AOO1 565

NORTH TRANSEPT BEFORE THE RESTORATION

NORTH TRANSEPT AFTER THE RESTORATION

TASTING FOR THE CHARACTERIZATION ANALYSIS OF STONE
AND MORTARS IN THE MATERIALS LABORATORY. CLEANING
PROTOCOL TESTS.
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Detail of lead roof on brick buttresses
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REMOVAL OF VEGETATION AND MICROBIOLOGY
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CONSOLIDANT TESTING

BRICK REINTEGRATIONS

BRICK CLEANING
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CRUCERO NORTE IGLESIA DE SAN PABLO DE VALLADOLID

Proyecto y D.O.: Dr. Arq. Eduardo Miguel Gonzalez Fraile
D.E.O. Arg. Tec.: Fco. Javier Arranz Ballesteros

Gonzalo Mateos Baruque

———_ Arg. Colab.: Raquel Hurtado Garcia

Arq. apoyo: M? Victoria Valero Hurtado
Empresa restauradora: RESTAURACION DE EDIFICIOS,

ARTESONADOS Y RETABLOS ALONSO S.A. (REA
Restauradora : Camino Vaquero Matias

111 L 227 172 L 2.24
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PLANO DE PATOLOGI

BRICK BUTTRESSES BEFORE AND AFTER RESTORATION

STONE REINTEGRATIONS AND REPLACEMENT IN CORNICES ROOF AND BUTTRESSES BEFORE THE RESTORATION

BEFORE

AFTER

BEFORE

AFTER
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NAL DE LOS PARAMENTOS DEL CRUCERO NORTE

NORTH TRANSEPT WINDOW BEFORE

PROTECT WITH A DEPLOYE MESH AFTER

RESTORATION BEFORE

AFTER



