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The main challenge of this rehabilitation was to intervene in a very honest, sensitive and austere way on the pre-existing ~ feoseltedves 235 = =
structure. This approach allowed us to preserve all the elements that testify to this industrial past, such as the construc- 350 sl rinert s g g’
tion systems, the dye stains on the pieces, the structural nails and hooks, the signs of the leathework, the trap doors " e ——
connecting the floors and the invisible traces of how the space was inhabited in another time.... e < , 2.75
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The intervention followed heritage preservation criteria, using original materials and respecting traditional construction FRSTFLOOR
techniques. (The typologies of the floors were maintained, reinforcing them with wood where they were wooden, and _ 2.85 <
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= S =N Asaethnological value BCIN (Cultural Asset of National Interest), the architectural work supports the ethnological value S
s S of the site: from the recovery of the water architecture in the riverside floor to the restoration of the polychrome in the AT
= =N former residence noble hall, the preservation of dye stains on pillars and walls, the maintenance of original drying racks N SEM-BASEMENT FLOOR
= =8 and facade coatings, and even using the pathway as a guiding thread. The space of the freight elevator was repurposed 1 e b oy S0
= as a lift, allowing visitors to experience the journey of the leather within the building..
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et tions atall levels: structural reinforcements, facilities, finishes, etc. All this to respond to the unique buildin [ ] | ,
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GROUND FLOOR
The ground floor is the meeting point, the public and open city area. This is where activities will be generated and extended to the neighborhood. o %
Structural consolidation aside, the most notable interventions include the thermal comfort improvement of the north and west facades. In Tannery No. 2 the transformation due to the

change of use is more evident, while in Tannery No. 4, dedicated to the lobby of the interpretation center, the history layers are still visible on its walls.
In the dividing wall with tannery no. 6 there is a walled door, testimony of the collectivization carried out during the Spanish Civil War.
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Ethnological Hall. The visitors meeting point. The interior facades have




