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west fagade

Exterior  shutters  with
adjustable slats (historic
and with passive strategy)

n2 Facade openings
The closure is placed set
back to allow sunlight in
during the winter and
block it in the summer,

Textile curtains are insta-
lled, alluding to the skins
that were hung in the past,
serving to adjust the light

In No. 4, the
openings are left
with mesh pro-
tection to prevent
falls and keep
pigeons out.

THE WORK ON THE BUILDING ENVELOPE

The work is different in each of the tanneries:

Adoberia n2 is more transformed (openings, balcony, etc.). Interventions have been
made to provide greater comfort (change of use).

Adoberia n4: The work has been focused on restoration. The tannery's essence has
been preserved with all its layers.

n2 nd

Recovery of Consolidation ~ of
the  building the envelope as it
envelope's sands today.

skin according The existing struc-
tostratigraphic. tyre has been con-
and historical slidated.

Party wall with a
reading of growth
phases

Itremains visible

Maintenance of the first
floor of tannery No. 4
Polychromy room
Housing possibility

Rehabilitacié
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The two tanneries rehabilitation project into an interpretation center and public spaces was approved by the Municipal Plenary on November
8th, 2021, with a budget of 2,681,446.90 euros, VAT included. The works contract was awarded on July 14th, 2024 to Vesta Rehabilitacion
SL for 2,552,261.58 euros, VAT included, with a reduction of 5.17% on the initial project budget..

The works started on September 5th, 2022, and were completed on May 9th, 2024. The project final cost was €2,618,156.96, including
VAT. The total rehabilitated area was 1,206.00 m2, resulting in a rehabilitation cost of €2,170.93/m?, including VAT.

Executed budget analysis shows that the structural section accounts for 37.42% of the total budget. This highlights that the most significant
part of the project involved stabilizing and reinforcing the existing structure, while making the most of the original structural elements to
preserve the character of the construction systems and simultaneously reinforcing them with elements of the same typology.

In the exterior finishes section we can observe a special effort in the restoration, treatment and conservation of the original coatings using res-
toration methods with a high degree of precision and detail. Furthermore, creating new coatings with identical colors, textures, and grain sizes
to the originals required a working methodology using traditional techniques and involved high labor costs, significantly higher than those of
a standard coating.

the interior finishes section also find a high proportion of the cost relative to the total project cost, due to a similar reason as the previous
point. There has been a high cost for interior coatings and paintings restoration, especially on the first and second floors of Tannery No. 4.

It should also be mentioned that in this particular project, the archaeological survey work has been remarkably expensive due to the extensive
and intensive monitoring and archaeological survey, something uncommon in most restoration projects.

The total rehabilitation ratio was €1,892/m2 excluding VAT, which is a relatively tight ratio for the type of rehabilitation carried out. Although
there were some sections with a higher-than-average ratio for projects of this type, the final ratio is considered average. This is due to the sim-
plicity and non-invasive nature of the solutions adopted, which aimed to preserve the industrial appearance of the adobe bricks. As a result,
the other aspects of the project fell below average.
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FIRST FLOOR

The interventions carried out on the first floor
have allowed us to explain how family-oriented
these factories could be. In Tannery No. 4,
evidence of an old residence was found.

Firsdt floor is where the different intervention
criteria for the two tanneries can be observed
most clearly. In Tannery No. 2, rehabilitation
work was carried out (recovering the balcony
and openings that historically were used as
dryers), while in Tannery No. 4, restoration was
done (including the restoration of the poly-
chrome details).
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Original State- Adoberia 4
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Project - Adobereia 4
Interpretation Genter.
various traces.

FIRST FLOOR - HOUSE
Multipurpose Room. Room recovery polychromies and the recovery of



