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SECOND AND DRYERS FLOOR

The dryers, which are an important part
of the leather process, are spectacular
spaces in their own right. On this floor,
the dematerialization of the building
becomes evident, with large openings
and plenty of air.
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In Tannery No. 4, which is part of the
interpretation center, the dryers can be
seen as they were when leather was pro-
cessed. These are double-level dryers.
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, there was prior work in classification and inventory to properly place each of the reused elements later on.

Rn
A

= I
= 4
N M
=
72 A
F 2
2
- < S
N / 2
< F 2
»
~ g
=
7
=
- [1
N
=
<
—~
~ =

Opus Signinum pavement |: Hexagonal mesh
D Extradossed Ecoclay system + clay mortar layer I:l Cleaning and consolidation of polychromy

. Whitewashed exposed perforated brick (24 x
D Cleaning and consolidation of handmade brick 11,5x9 cm)

Ij Exposed perforated brick (24x11.5x9 cm) with front I: Front placement of whitewashed exposed per-
placement forated brick (24x11.5x9 cm)

[ Spruce wood plywood Exposed solid brick (27 x 12.5x 5 cm)
D Exposed perforated brick (24 x 11,5 x 9cm) D Natural lime plaster
[ Whitewashed exposed solid brick (27 x 125 x5 cm) - [TT]1] Reuse of dryers
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Project - Adobereia 4
Interpretation Genter.

Open space. Restoration of the drying structure with two levels.
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SECOND FLOOR- DRYERS FLOOR
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